
Tip front and rear trailers without unhitching

Stag
R
 Tipper Combination

The Forefront of Trailer Technology

Unique ability to unload both trailers without uncoupling
Quicker turnaround, increased productivity, greater profit
Delivers extra mass carrying capacity and greater prime mover flexibility

www.lustyems.com.au



Stag R Tipper Combination-Specifications

A Trailer B Trailer

Bin Lengths (19m overall) 8.3m Dependent on prime mover

(25m overall) 9.6m Dependent on prime mover

ALUMINIUM BODY

Construction Body construction using Lusty EMS designed extrusions.
All welding is to the highest standard using water cooled Pulse MIG welders 

Floor 6mm aluminium plate, one piece sheet, 5083 marine grade

Walls 5mm aluminium plate, one piece sheets, 5083 marine grade

Top Rail One piece extrusion, Huck bolted to side sheet

Suspension Various air bag suspension options available

Hoists Well mounted, low profile hoist

Braking System Dual line ADR approved

Standard Equipment

Options

Tare

Disclaimer: Lusty EMS provides the information contained herein in good faith, based on information current at date of printing. Lusty EMS whose policy is one of continuous improvement, reserves the 
right to change specifications without notice. However, Lusty EMS accepts no liability, either direct or indirect for any loss or consequential loss that may result from the application of this information. 
Purchasers must conduct their own enquiries to ensure that the products are suitable for their own particular purposes. Any comments made regarding products and construction are made on an 

www.lustyems.com.au
See your local Lusty EMS dealer. 




